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QR50 Control Code Instruction

1Introduction

This document describes the use of QR50 related control code instructions. When the
QR50 is powered on and started up, corresponding Settings can be carried out by
scanning the control code described in this document. After setting successfully, the
terminal will sound "di". After power failure and shutdown, the Settings do not need to
be re-set.

Note: This document only applies to Monitor V2.03 or higher.
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2Control Codes

Command : Execute content |

;PAX600% Voice disabled, and then the terminal will only sound “di”
once after code scanning

;PAX6013$ Voice volume is low

;PAX602% Voice volume is medium

;PAX603% Voice volume is large

;PAX604% Mute, the terminal will not sound after code scanning

;PAX620% Serial output is not suffixed by default

;PAX621$ Serial output with “Backspace and wrap” suffix (Ox0OD,0x0A)

;PAX622% Serial output only with “Backspace” suffix (0x0D)

;PAX630% Serial output baud rate is default to 9600,8,n,1

;PAX631%$ Serial output baud rate is 115200,8,n,1

;PAX640% Scan code indicator light is defaults to on after power

;PAX641% Scan code indicator light is off after power, but it will be on
after code scanning

;PAX650% After code scanning, the terminal will broadcast " Scanning
Success " in Chinese by default

;PAX651% After code scanning, the terminal will broadcast “Scanning
Success”

;PAX660% The interval between two consecutive scanning is 0.5
seconds
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;PAX661$ The interval between two consecutive scanning is 1
seconds

;PAX662% The interval between two consecutive scanning is 2
seconds

;PAX663% The interval between two consecutive scanning is 3
seconds by default

;PAX710%$ Output SN number

;PAX720% Output Monitor version number
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3Detailled Instruction

3.1 Voice Settings

QR50 supports codes of voice disabled, voice volume small, voice volume medium,
and voice volume large. When the voice is disabled, the terminal will sound “di” after
code scanning; when the voice is enabled, the terminal will broadcast "Scanning
Success" after code scanning.

3.1.1 Voice Disabled

;PAX6003
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3.1.2Voice Volume Small

;PAX6013

3.1.3Voice Volume Medium

;PAX602%

3.1.4 Voice Volume Large

[=] 7 1 [m]

PAX6033
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3.1.5 Mute

;PAX6045

3.2 Suffix Settings

QR50 configured with USB can only be with “Backspace and wrap” suffix or without
suffix.

3.2.1 Without Suffix

:PAX6215%
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3.2.3 With “Backspace” Suffix

[=]§7 1 [m]
Ly

e

'PAX6223

3.3 Serial Baud Rate Settings

The serial output baud rate of QR50 is default to 9600,8,n,1, and it can be modified to
115200,8,n,1.

;PAX630% 9600,8,n,1 ;PAX631% 115200,8,n,1

3.4 LED Status

The scan code indicator light of QR50 is defaults to on after power.

'PAX6403

Scan code indicator light is defaults to off after power, but it will be on after code
scanning.
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:PAX641%

3.5 Output SN

;PAX7103

3.6 Output Monitor Version Number

:PAX720%

3.7 Switching between Chinese and English

QR50 will broadcast “Scanning Success” in Chinese or English after scanned code.
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=]\ 1] [=] 47" a1 [n]

e

[=;

‘PAX6505 ;PAX651S "Scanning Success”

3.8 Scan interval Settings

The interval time between two consecutive scanning defaults to 3 seconds, and can
be set to 2 seconds, 1 second, 0.5 seconds.

3.8.1 The interval between two consecutive scanning is 0.5 seconds

;PAX660S

3.8.2 The interval between two consecutive scanning is 1 seconds
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3.8.3 The interval between two consecutive scanning is 2 seconds

:PAX662%

3.8.4 The interval between two consecutive scanning is 3 seconds

:PAX663%
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